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MODEL:
75NBV-DY (3 HR rating)

APPLICATION

The model 7SNB-DY is a out of airstream fire damper constructed
with galvanized steel. 7SNB-DY has 3-hour rating so it can be
used in walls and partitions with fire resistance ratings less than 4
hours. This damper is for vertical application only.

RATING:
UL CLASSIFIED: UL 555 Fire Resistance Rating
Fire resistance rated 3 Hours
Building materials rated in 4 hour fire partition

Standard Construction

Frame: 22 Ga. galvanized steel
Blade: 22 Ga. galvanized steel
Closure Spring: Stainless steel

Fusible Link: 165°F (Standard)

Mounting: Vertical .
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Dynamic Fire Dampers: Ry \<
Bi-directional %;%, -
2400 FPM maximum velocity 7 > THINLINE
4.0 WG maximum static pressure

Top Blade Riveted To Frame

Features horizontal closure spring operation under airflow in

HVAC systems where fans remain running in Fire and smoke con-

trol. Dynamic fire dampers bear a label attesting to airflow and L Blade Section
"B" PAN

: : L Cover Plate
maximum static pressure limits. HeEGHT Riveted To Frame
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L Interlocking Steel Blades
22 ga. min.

| FUSIBLE LINK (replaceable)
Standard 165 " F
(others available)

ROLLFORMED STEEL
FRAME 22 ga. min.
s | STAINLESS STEEL NEGATOR

T CLOSURE SPRING

Single Section Multiple Section
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. N/A

Vertical 4"x4" 24"x24" /

Horizontal N/A N/A N/A 5/8"
*Damper supplied 1/4” less than order width and height .

“Thinline” damper model with blades “in air stream”. —: 2% =

(V) VERTICAL MOUNT
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